
Durable aluminum frames make up these attractive 
rectangular and square light boxes. These can be 
built to almost any size and are available in a stan-
dard 5” depth and low profile 3.5” depth.

SPECIFICATIONS
Top-Loading Aluminum Lightbox Features:
- Square and rectangular illuminators
- Easy graphic change via top-loading or side-loading hinge
- Each illuminator comes standard with two pieces of acrylic:

one white and one clear (non-glare sheets are available)
- Standard colors:  black, white and silver
- User-friendly design
- UL approved ligh  ng / enclosure
- 120V indoor fl uorescent ligh  ng (available with LEDs)
- Each illuminator comes standard with moun  ng bracket and 

8-foot electrical cord
Capital Series Dimensions (Standard & Low):
- All case dimensions are in inches
- All dimensions denote graphic size

Standard profi le – 5” depth
- Sizes for standard profi le :  16” x 16” up to 60” x 120”
- The outside dimensions (OD) for STANDARD PROFILE light-

boxes are an addi  onal 3/8” in each direc  on:
(ex.  24” x 30” graphic = 24-3/8” x 30-3/8” OD)

- The visual openings (VO) for STANDARD PROFILE lightboxes 
are 3/4” less than the graphic size in each direc  on:
(ex.  24” x 30” graphic = 23-1/4” x 29-1/4” VO)
Low profi le – 3-1/2” depth

- Sizes for low profi le:  16” x 16” up to 36” x 48”
- The outside dimensions (OD) for LOW PROFILE lightboxes 

are an addi  onal 3/4” in each direc  on: 
(ex.  24” x 30” graphic = 24-3/4” x 30-3/4” OD)

- The visual openings (VO) for LOW PROFILE lightboxes are 
3/8” less than the graphic size in each direc  on: 
(ex.  24” x 30” graphic = 23-5/8” x 29-5/8” VO)

OPTIONS:
- Non-glare acrylic
- ON/OFF Switch
- Non-standard moun  ng hardware (eye-bolts, brackets, etc)
- Custom paint colors
- Custom sizes / Quan  ty discounts
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